STRUKTUR | STRUCTURE
POLMATERIAL  POLE MATERIAL
POLEINSATZGEWICHT | PILE WEIGHT
GESAMTGEWICHT | TOTAL WEIGHT

POLHOHE | PILE HEIGHT

GESAMTHOHE | TOTAL HEIGHT

POLDICHTHEIT | PILE DENSITY
NOPPENZAHL | TUFTS PER SOM

RUCKEN | BACKING

WASSERECHTHEIT | FASTNESS TO WATER

WARMEDURCHLASSWIDERSTAND |
THERMAL RESISTANCE

LICHTECHTHEIT | FASTNESS TO LIGHT

TRITTSCHALDAMMUNG |
IMPACT SOUND ISOLATION

SCHALLABSOPTIONSGRAD |
SOUND ABSORPTIOM

REIBECHTHEIT | FASTNESS TO RUBBING

PERMANENT ANTISTATISCH |
PERMAMEMTLY ANTISTATIC

GUT | GUT LICENSE NUMBER

EN14041

(e

" Balta Industries - Kanegem-

| siraat 15 - BE 8700 Tieft
DOP: 1011#IE0ACL

Teate Fioor Coverng ENT30T |
Notfled body 2401

wsEth ey

www baltamediabank,.com

Getuftet 1/10” Schlinge |
Tufting 110" textured loop
100% PA 6 IMPREL® solution dyed
* 640 g/m?

* 2.050 g/m?

£2.8mm

=6 mm

*+ 0,125 g/cm?
*140.000/m?

Action Back
ENISO105-E01 =z 4-5
ISO 8302 0,07 m?K/W*
ISO105-B02 = 4-5

ISO 140-824 dB ALw
ISO 354 0,15 aw
ENISO105-X12= 4

ISO6356 <2kV

C42EE342

ZUSATZLICHE EIGENSCHAFTEN | ADDITIONAL CHARACTERISTICS




