STRUKTUR | STRUCTURE
POLMATERIAL | POLE MATERIAL
POLEINSATZGEWICHT | PILE WEIGHT
GESAMTGEWICHT  TOTAL WEIGHT
POLHOHE | PILE HEIGHT
GESAMTHOHE | TOTAL HEIGHT
NOPPENZAHL | TUFTS PER SQOM
RUCKEN | BACKING

TRITTSCHALDAMMUNG |
IMPACT SOUND ISOLATION

WASSERECHTHEIT | FASTNESS TO WATER

WARMEDURCHLASSWIDERSTAND |
THERMAL RESISTANCE

LICHTECHTHEIT | FASTNESS TO LIGHT
BRENNVERHALTEN | FIRE RESISTANCE
SCHALLABSOPTIONSGRAD |
SOUND ABSORPTION
KLASSIFIKATION | CLASSIFICATION

GUT | GUT LICENSE NUMBER

Getuftet 1/10" cut pile |
Tufting 110" cut pile

100% PA

*1.980 g/m?

* 2,734 g/m?

£8,7mm

*11,4 mm
*240.000/m?

Twin back

ENISO 10140-3 32dB
ENISO 105-E01= 4-5
ISO 8302 0,20 m*K/W

ISO105-B02 = 5-6

EN13501-1C_ -s1 verklebt |

EN 13501-1 C,, -s1 glued
ENISO 3540,30aW

EN1307 23/32-LC5

DBEECEE4

ZUSATZLICHE EIGENSCHAFTEN | ADDITIONAL CHARACTERISTICS

C€

BALTA INDUSTRIES
Kisnegeratral 15 - BE BT00 Tielt

DOP: 10TMEDOCY
Textile Floor Covering EN130T
Motified Body 2401

® HEVD Zentralvera ;s’runq




